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Dry Well Consolidation Project
RFP Addendum #4

Project Description: RFP to provide the installation of approximately 6,000 linear feet of water
main, service laterals, meter boxes, meters, related appurtenances, and
surface restoration in the community of Palermo.

For: South Feather Water & Power Agency (Owner)

2310 Oro Quincy Highway, Oroville CA 95966

Proposals Due: 1:00 pm, Friday, June 27, 2025

Addendum #4 contains the following:

1. Clarification of Butte County Standard References

APPROVED:

COLLEEN BOAK, PE
Construction Manager
colleenb@wwengineers.com

DATE ISSUED: June 23, 2025
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Clarification of Butte County Standards

1. For bidding purposes, contractors shall reference the Butte County Improvement Standards
currently available and located on the Butte County website here:
https://www.buttecounty.net/DocumentCenter/View/4193/Improvement-Standards-2006-PDF

This includes the same Standard Detail S-17 included in the current Project Plans, and as shown
below.
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MOTES:
1 ALL WORK ZHOWN ABOVE SHALL COMFORM TO THE APPLICABLE SECTIONS OF THE STANDARD SPECIFICATIONS

2 ALL EXCAVATION WITHIN PUBLIC RIGHT OF waY SHALL BE BACKFILLED IN ACCORDANCE WITH SECTION
19-3 OF THE STANDARD SPECIFICATIONS, MM 5E = 30 , 95% REL COMPACTION FULL DEFTH.

3 AREA ADJMACENT TO THE TREMCH SHALL BE LEFT IW A COMDITION EQUAL TO OR BETTER THAN THAT
EXISTING FRIOR TO CONSTRUCTION.

4 SEAL COAT=BITUMINOUS BUNOER SHALL BE COVERED WITH EITHER SAND OR SCREENMGS TO MATCH EXISTING
SURFACE.

5 STRUCTURAL SECTION ELEMENTS MAY BE WNCREASED WHERE REQUIRED BY THE DEPARTMEMT OF PUBLIC
WORKS DUE 7O SCIL CONDITIONS AND TRAFFIC CONSIDERATIONS., THE REPLACEMENT STRUCTURAL SECTION
SHALL EQUAL THE EXISTING STRUCTURAL SECTION AS A MINIMUM REQUIREMENT, EXCEPT THAT THE SECTION
SHOWN ABOVE 15 AN ABSCLUTE MINIMUM,

E ASPHALT CONCRETE SHALL BE TYPE "B, %" MAXIMUM MEDIUM CRADING.

7 AGGREGATE BASE SHALL BE CLASS 2, W™ MAXIMUMW GRADING.

TrPICAL DETAILS OF PAVEMENT
REPLACEMENT AND BACKFILL REQUIREMENTS
COUNTY STANDARD
S—17
N.T.S.
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