
 

 

      

    

 

     

 

    

	 	 	

 

 

               

         

       

         

           

 

         

 

     

 

      

     

 

 

 

 

 

 

               

  

          

        

 

 

 

 

 

     

SOUTH FEATHER WATER AND POWER AGENCY 

DRY WELL CONSOLIDATION PROJECT 

Dry Well Consolidation Project 

RFP Add ndum #2 

Project Description: RFP to provide the installation of approximately 6,000 linear feet of water 

main, service laterals, meter boxes, meters, related appurtenances, and 

surface restoration in the community of Palermo. 

For: South Feather Water & Power Agency (Owner) 

2310 Oro Quincy Highway, Oroville CA 95966 

Proposals Due: 1:00 pm, Friday, June 20, 2025 

Addendum #2 contains the following: 

1. RFP Questions and Answers 

2. Revised Plan Holders List 

APPROVED:__________________________________ 

COLLEEN BOAK, PE 

Construction Manager 

colleenb@wwengineers.com 

DATE ISSUED: June 13, 2025 
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SOUTH FEATHER WATER AND POWER AGENCY 

DRY WELL CONSOLIDATION PROJECT 

RFP Qu stions and Answ rs 

1. Does the Owner have any information related to groundwater conditions or elevations in the 

project vicinity? 

Answer: Groundwater data for the area is available on the SGMA Data Viewer located at 

this link, with several wells in the Palermo area: 

https://sgma.water.ca.gov/webgis/?appid=SGMADataViewer#gwlevels 

2. On the Palermo Dry Well bid, what bid item should service laterals and fire hydrants fall under? 

Answer: Service laterals shall be bid under Bid Item No. 10 – Pipe (Distribution) per Spec 

Section 15025. Hydrants shall be bid under Bit Item No. 11 – Valves and Related 

Appurtenances per Spec Section 15110. 

3. I also saw in Addendum 1 that SFPW will be supplying some material – is there a list somewhere 

of what will be supplied, or a list of what will be needed? 

Answer: The list of owner-supplied materials is included in the RFP as Appendix B. The 

remaining materials to be supplied by the contractor in order to accomplish the Scope of 

Work shall be determined by each bidding contractor. 

4. How is the contractor to handle unforeseen groundwater, if encountered (i.e. where to discharge, 

discharge permit, etc)? 

Answer: Requirements for the discharge of water (including groundwater) are listed in 

Specification Section 15950-3.01. 

5. Where are contractors expected to discharge water for testing? 

Answer: Per Specification Section 15145-3.03, testing water shall be dechlorinated 

completely and discharged to the nearest storm drain or drainage channel in a manner which 

shall not cause erosion or other environmental problems. Additional discharge requirements 

are found in Specification Section 15950. 

6. What is the length of the HDD of the 10” HDPE under the existing concrete box culvert? 

Answer: The exact length of HDD as shown on C-3 shall be determined by the Contractor 

while potholing and confirming the existing utilities shown on the plans. Contractor to extend 

HDD minimum 8-feet on each side of crossing. 

7. Is a new section of AB necessary under the 12” t-cuts, or just in the actual pipe trench excavation? 

Answer: Per Butte County Standard Detail S-17, pavement replacement requires AB under the 

t-cuts in addition to the extents of the pipe trench. 

8. Would slurry backfill, per detail C/C-14, still be required if the contractor bores the water services 

and does not disturb the existing ditch/canal? 
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SOUTH FEATHER WATER AND POWER AGENCY 

DRY WELL CONSOLIDATION PROJECT 

Answer: A slurry backfill would not be required if the water services are installed utilizing 

boring, but a 4” casing pipe, sealed with mortar seal on both ends would be required per Note 

5/C-8 (Addendum #1). 

9. Can the contractor utilize HDPE as a casing for the water services on S. Villa Avenue where crossing 

under the existing irrigation ditch? 

Answer: A 4” HDPE casing pipe for the water services crossing S. Villa to the south under the 

existing irrigation ditch is acceptable. 

10. The specifications state that at least one ten (10) foot traffic lane is required for a single lane traffic 

control. Based on the very narrow roadways, and limited shoulder access throughout the project 

can the contractor close the road to through traffic due to public safety concerns? 

Answer: Per Specification Section 01100-1.12.D, street closures and detours shall only take 

place if approved by the County. Per the Butte County Code of Ordinances, Chapter 10 

Highways and Streets, Article III only the Director of Public Works can approve road closures. 

11. Pertaining to detail C/C-14, how far are contractors expected to slurry backfill beyond each side of 

the ditch? 

Answer: Slurry seal not required for non-paved areas. Slurry seal is only required for existing 

paved areas and newly paved trench areas. 

12. The project overview in addendum #1 calls for the installation of 8 meters and 41 angle stop locks. 

Are contractors to only install 8 new water meters only? 

Answer: This is correct. The 8 new water meters are shown on the plans per the symbology 

on G-2 to provide water to the parcels with dry wells. All other future meter locations shall 

have a service line, meter box, and angle stop locks for future water meter installation. 

13. SECTION 02740 – PAVING – BID ITEM NO. 8: 2.04 – Will the Asphalt used to restore the trenches 

be a Caltrans 1/2” or 3/4” HMA TYPE A PG64-10 (w/No RAP Materials)? The specifications call for 

a 1/2” TYPE A mix and the restoration detail (S-17) calls for a 3/4” TYPE B maximum Medium 

Grading. Please confirm the required mix design. 

Answer: Pavement restoration per Butte County Standard Detail S-17 on C-12 with ¾” Type 

B Maximum Medium Grading. 

14. SECTION 02740 – PAVING – BID ITEM NO. 8:3.05.B. - Will saw-cutting be required for the final AC 

Restoration, or can the asphalt be “Wheel-Cut” with an asphalt grinder? 

Answer: Saw-cutting pavement is required for AC removal per Specification 02740-3.05. 

15. SECTION 02740 – PAVING – 3.06 Asphalt Concrete Overlay, the specs refer to an Asphalt Overlay: 

Will a 1.5” AC overlay be required on any part of this project? 
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SOUTH FEATHER WATER AND POWER AGENCY 

DRY WELL CONSOLIDATION PROJECT 

Answer: All AC Restoration shall follow Butte County Standard Detail S-17 with slurry seal 

across the full width of asphalt roadway, edge to edge and 2 feet beyond the extents of all 

water main trenches per Specification Section 01100-1.01.B (Addendum #1). 

16. Please confirm all AC Restoration is to follow Detail S-17 and no 1.5” AC Overlay’s will be required. 

Answer: All AC Restoration shall follow Butte County Standard Detail S-17 with slurry seal 

across the full width of asphalt roadway, edge to edge and 2 feet beyond the extents of all 

main trenches per Specification Section 01100-1.01.B (Addendum #1). 

17. If an overlay is required, please specify or show the limits of the Overlay. 

Answer: An overlay is not required beyond the scope of Butte County Standard Detail S-17 

and Specification Section 01100-1.01.B (Addendum #1). 

18. BUTTE COUNTY STD S-17 – Typical Details of Pavement Replacement & Backfill Requirements: Are 

the existing streets “Asphalt Concrete Streets”, Armor Coat or Seal Coat Streets”, or “Portland 

Cement Concrete Streets”? 

Answer: It is the responsibility of the bidding contractor to make a field assessment of site 

conditions. 

19. Please confirm the AC trench restoration thickness will be 3.0” per detail S-17, or if a 

thicker/greater AC Section will be required. 

Answer: AC trench restoration shall follow the requirements of Butte County Standard Detail 

S-17 and shall be determined based on the existing site conditions as identified by the bidding 

contractor’s field assessment. 

20. Can the Agency provide invoices or bills of lading for the materials to be provided by South 

Feather? 

Answer: Bids should be based upon the information provided in Appendix B of the RFP. Final 

quantities and conditions of materials to be provided by South Feather will be determined at 

the time of mutual inspection by South Feather and the successful contractor, at the outset 

of the project following NTP. Any necessary adjustments to quantities or costs will be made 

at that time. 
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SOUTH FEATHER WATER AND POWER AGENCY 

DRY WELL CONSOLIDATION PROJECT 

R vis d Plan Hold rs List 

NAME COMPANY PHONE EMAIL 

Alex Anguiano West Valley Construction 530-520-4003 aanguiano@wvcc.com 

Spencer Mendez RCI General Engineering 530-682-0368 spencerm@rcige.com 

Lance Barlean Escheman Construction 530-913-5651 l.barlean@eschemanconstruction. 

com 

Peyton Sherwood Duke Sherwood Contracting 530-990-2606 peyton@dukesherwoodcontractin 

g.com 

Joseph Spinella T&S Construction Inc 916-381-3052 Anthony@916Pipe.com 

Peter Giordano West Valley Construction 530-229-4873 pgiordano@wvcc.com 
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